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Cast stainless steel boost pump with drive belt, pulley wheel, protective cover and 
including the hose line to the filter. 

 Example

High 
pressure 

pump 
Diesel engine 

Boost pump 
connection Frame design 

Code no. 
Suction side 

(S) 
Pressure side 

(D) 
Base 
frame 

Diesel 
tank plate 

HDP 140 

CAT 7.1 

DN 65 DN 65 

X 

00.00134.0386 Deutz TCD 2012 L06 2V X 

Deutz TCD 6.1 L6 X 

HDP 200 
CAT C 9.3 

DN 65 DN 65 

X 00.00134.0421 

X 00.00134.0318 

Volvo TAD 8xx VE X 00.00134.0420 

HDP 300 

CAT C 9.3 B 

DN 65 DN 65 

X 00.00134.0318 

X 00.00134.0437 

CAT C 13 X 00.00134.0568 

Volvo TAD 13xx VE X 00.00134.0389 

HDP 400 
CAT C 15 

DN 65 DN 65 
X 00.00134.0317 

Volvo TAD 16xx VE X 00.00134.0389 

HDP 500 
CAT C 18 

DN 65 DN 65 
X 00.00134.0328 

Volvo TAD 16xx VE X 00.00134.0389 

HDP 800 CAT C 32 DN 65 DN 65 X 00.00134.0306 

SUCTION SIDE FITTINGS FOR DIESEL DRIVEN UNITS 
FOR HDP 120, 170, 250, 400, 500, 800 
WITH FLOW RATES OF 60 - 350 L/MIN. 
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