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Cast bronze boost pump with drive belt, pulley wheel, protective cover and including the 
hose line to the filter. 

 Example

High 
pressure 

pump 
Diesel engine 

Boost pump 
connection Frame design 

Code no. 
Suction side 

(S) 
Pressure side 

(D) 
Base 
frame 

Diesel 
tank plate 

HDP 70 CAT C 4.4 G 1 ½“ G 1 ½“ X 00.00134.0361 

HDP 140 

CAT C 7.1 

G 1 ½“ G 1 ½“

X 00.00134.0361 

Deutz TCD 2012 L06 X 00.00134.0372 

Deutz TCD 6.1 L6 X 00.00134.0569 

Volvo TAD 5xx X 00.00134.0468 

HDP 200 

CAT C 9.3 

G 1 ½“ DN 65 

X 00.00134.0422 

X 00.00134.0319 

Volvo TAD 8xx VE X 
00.00134.0434 

für Trailer: 
00.00134.0533 

HDP 300 CAT C 9 G 1 ½“ DN 65 
X 00.00134.0422 

X 00.00134.0319 

SUCTION SIDE FITTINGS FOR DIESEL DRIVEN UNITS 
FOR HDP 70, 140, 200, 300  
WITH FLOW RATES UNDER 60 L/MIN. 
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